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APPENDIX A-2 TO PART 60—TEST
METHODS 2G THROUGH 3C

Method 2G—Determination of Stack Gas Ve-
locity and Volumetric Flow Rate With
Two-Dimensional Probes

Method 2H—Determination of Stack Gas Ve-
locity Taking Into Account Velocity
Decay Near the Stack Wall

Method 3—Gas analysis for the determina-
tion of dry molecular weight

Method 3A—Determination of Oxygen and
Carbon Dioxide Concentrations in Emis-
sions From Stationary Sources (Instru-
mental Analyzer Procedure)

Method 3B—Gas analysis for the determina-
tion of emission rate correction factor or
excess air

Method 3C—Determination of carbon diox-
ide, methane, nitrogen, and oxygen from
stationary sources

The test methods in this appendix are re-
ferred to in §60.8 (Performance Tests) and
§60.11 (Compliance With Standards and
Maintenance Requirements) of 40 CFR part
60, subpart A (General Provisions). Specific
uses of these test methods are described in
the standards of performance contained in
the subparts, beginning with Subpart D.

Within each standard of performance, a
section title ‘“Test Methods and Procedures”
is provided to: (1) Identify the test methods
to be used as reference methods to the facil-
ity subject to the respective standard and (2)
identify any special instructions or condi-
tions to be followed when applying a method
to the respective facility. Such instructions
(for example, establish sampling rates, vol-
umes, or temperatures) are to be used either
in addition to, or as a substitute for proce-
dures in a test method. Similarly, for
sources subject to emission monitoring re-
quirements, specific instructions pertaining
to any use of a test method as a reference
method are provided in the subpart or in Ap-
pendix B.

Inclusion of methods in this appendix is
not intended as an endorsement or denial of
their applicability to sources that are not
subject to standards of performance. The
methods are potentially applicable to other
sources; however, applicability should be
confirmed by careful and appropriate evalua-
tion of the conditions prevalent at such
sources.

The approach followed in the formulation
of the test methods involves specifications
for equipment, procedures, and performance.
In concept, a performance specification ap-
proach would be preferable in all methods
because this allows the greatest flexibility
to the user. In practice, however, this ap-
proach is impractical in most cases because
performance specifications cannot be estab-
lished. Most of the methods described herein,
therefore, involve specific equipment speci-
fications and procedures, and only a few
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methods in this appendix rely on perform-
ance criteria.

Minor changes in the test methods should
not necessarily affect the validity of the re-
sults and it is recognized that alternative
and equivalent methods exist. Section 60.8
provides authority for the Administrator to
specify or approve (1) equivalent methods, (2)
alternative methods, and (3) minor changes
in the methodology of the test methods. It
should be clearly understood that unless oth-
erwise identified all such methods and
changes must have prior approval of the Ad-
ministrator. An owner employing such meth-
ods or deviations from the test methods
without obtaining prior approval does so at
the risk of subsequent disapproval and re-
testing with approved methods.

Within the test methods, certain specific
equipment or procedures are recognized as
being acceptable or potentially acceptable
and are specifically identified in the meth-
ods. The items identified as acceptable op-
tions may be used without approval but
must be identified in the test report. The po-
tentially approvable options are cited as
‘“‘subject to the approval of the Adminis-
trator” or as ‘‘or equivalent.” Such poten-
tially approvable techniques or alternatives
may be used at the discretion of the owner
without prior approval. However, detailed
descriptions for applying these potentially
approvable techniques or alternatives are
not provided in the test methods. Also, the
potentially approvable options are not nec-
essarily acceptable in all applications.
Therefore, an owner electing to use such po-
tentially approvable techniques or alter-
natives is responsible for: (1) assuring that
the techniques or alternatives are in fact ap-
plicable and are properly executed; (2) in-
cluding a written description of the alter-
native method in the test report (the written
method must be clear and must be capable of
being performed without additional instruc-
tion, and the the degree of detail should be
similar to the detail contained in the test
methods); and (3) providing any rationale or
supporting data necessary to show the valid-
ity of the alternative in the particular appli-
cation. Failure to meet these requirements
can result in the Administrator’s disapproval
of the alternative.

METHOD 2G—DETERMINATION OF STACK GAS
VELOCITY AND VOLUMETRIC FLOW RATE
WITH TWO-DIMENSIONAL PROBES

NoOTE: This method does not include all of
the specifications (e.g., equipment and sup-
plies) and procedures (e.g., sampling) essen-
tial to its performance. Some material has
been incorporated from other methods in
this part. Therefore, to obtain reliable re-
sults, those using this method should have a
thorough knowledge of at least the following



		Superintendent of Documents
	2014-12-08T13:24:17-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




